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ROUGH THE SIDES OF THE HOLE SO
THEY ARE NOT GLAZED FROM DIGGING.

LOOSEN SIDES OF RODT BALL AND PRUNE
'DAMAGED, DESICCATED, OR GIRDLING ROOTS.

BACKFILL AROUND THE ROOT BALL WITH LOOSE
SOIL. WORK SOIL TO SETTLE AND ELIMINATE
VOIDS AND AIR POCKETS. WATER THOROUGHLY
WHEN BACKFILLED 2/3 FULL AND ALLOW TO
SETTLE.

‘SET ROOT BALL ON UNDISTURBED SOIL

2X CONTAINER DIAMETER MIN.

{1\ SHRUB PLANTING DETAIL
&/ norToscae

\ PRUNE ANY DAMAGED OR BROKEN BRANCHES.

2% CONTAINER DIAMETER MIN.

(2 DECIDUOUS TREE PLANTING DETAIL
&/ norroscae

DO NOT CUT LEADER.

RUBBER HOSE AT BARK
Guy (3). WHITE FLAG ON EACH TO
INCREASE VISIBILITY. AVOID TIGHT GUY WIRES
AS THEY PREVENT NATURAL SWAY.

TURNBUCKLE (3)
ROOT FLARE MUST BE ABOVE FINISHED GRADE.

DOUBLE SHRED, HARD WOOD MULCH (3" MIN.)
CREATE RIM WITH TOPSOIL (6" MIN.)

ROUGH THE SIDES OF THE HOLE SO
THEY ARE NOT GLAZED FROM DIGGING.

WOOD STAKES (3)

LOOSEN SIDES OF ROOT BALL AND PRUNE
DAMAGED, DESICCATED, OR GIRDLING ROOTS.

BACKFILL AROUND THE ROOT BALL WITH LOOSE
SOIL. WORK SOIL TO SETTLE AND ELIMINATE
VOIDS AND AIR POCKETS, WATER THOROUGHLY
WHEN BACKFILLED 273 FULL AND ALLOW TO

‘SET ROOT BALL ON SOIL BACKFILL SO THAT TOP
OF ROOT BALL IS ABOVE FINISHED GRADE.
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GENERAL NOTES

1)

2)
3)

4)
5)

7)

IT IS THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL UTILITY LOCATIONS. UTILITY LOCATIONS SHOWN ARE
APPROXIMATE. WENCK ASSOCIATES DOES NOT GUARANTEE THE EXACT LOCATIONS OF THE UTILITIES. CONTRACTOR IS
REQUIRED TO CALL NORTH DAKOTA ONE CALL BY DIALING 811 OR 800-795-0555.

ALL ELEVATIONS GIVEN ARE IN NAVD88 DATUM.

STANDARD SPECIFICATIONS FOR THE CIVIL PORTION OF THIS PROJECT SHALL BE THE STANDARD SPECIFICATIONS AND
DETAILS, ADOPTED BY THE CITY OF BISMARCK. THE STANDARD SPECIFICATIONS CAN BE FOUND ON BISMARCK'S WEBSITE

HERE: http://www.bismarcknd.gov/DocumentCenter/View/75
CONTRACTOR SHALL OBTAIN PROPER PERMITS FROM THE CITY OF BISMARCK WHEN WORKING WITHIN THE RIGHT OF WAY

THE COST OF MOBILIZATION IS TO BE INCLUDED IN THE PRICES BID FOR OTHER PROJECT TASKS AND SHALL INCLUDE ALL
ITEMS NECESSARY FOR THE CONTRACTOR TO BE PRESENT ON SITE. THESE ITEMS INCLUDE, BUT ARE NOT LIMITED TO:
CONTRACT BOND, EQUIPMENT HAULING, ROADWAY TOLLS AND FARES, LOCAL OR STATE GOVERNMENT FEES, OR ANY
OTHER REQUIREMENT STATED IN THE CITY OF BISMARCK STANDARD SPECIFICATIONS.

SWEEP PAVED AREAS THAT WERE USED BY CONSTRUCTION TRAFFIC BEFORE OPENING THESE AREAS TO PUBLIC TRAFFIC.
IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO REMOVE ANY DEBRIS LEFT ON ADJACENT PUBLIC ROADWAYS OR
RIGHTS-OF-WAY THAT WERE A DIRECT OR INDIRECT RESULT FROM CONSTRUCTION ACTIVITIES OF THIS PROJECT. THE
UTILIZATION OF A VACUUM OR PICKUP TYPE SWEEPER IS REQUIRED TO MINIMIZE AIR CONTAMINATION. THE COST FOR
PAVEMENT SWEEPING IS TO BE INCLUDED IN THE PRICES BID FOR OTHER PROJECT TASKS.

THE CONTRACTOR SHALL PROTECT ALL PROPERTY PINS. PROPERTY PINS DESTROYED OR DISTURBED SHALL BE REPLACED
AT THE CONTRACTOR'S EXPENSE.

LANDSCAPE PLAN NOTES
- CURRENT ZONING: CG-COMMERCIAL

1)

2)

3)

9)

GREENSPACE REQUIRED: 14,462 SF (20%)

'GREENSPACE PROVIDED: 15,002 SF (21%)
THE GENERAL CONTRACTOR SHALL LEAVE THE SITE AT FINISH GRADE. THE LANDSCAPE CONTRACTOR SHALL REVISE
GRADES AT A MINIMUM TO ENSURE SMOOTH TRANSITIONS BETWEEN PLANTING BEDS AND LAWN AREAS.

PLANT MATERIAL: SHALL BE HEALTHY, VIGOROUS, AND REPRESENTATIVE OF SPECIES SPECIFIED; ALL PLANTS SHALL BE
WELL BRANCHED AND PROPORTIONED AND FREE OF ALL INSECTS AND DISEASES.

PLANT GUARANTEE: ALL PLANTS SHALL BE GUARANTEED TO LIVE FOR TWELVE (12) MONTHS. THE GUARANTEE SHALL
COMMENCE UPON FINAL ACCEPTANCE OF THE PROJECT. IF ANY PLANTS ARE DEAD OR IN AN UNHEALTHY CONDITION
BEFORE FINAL ACCEPTANCE, THE LANDSCAPE CONTRACTOR SHALL REPLACE THEM AT HIS EXPENSE. THIS REPLACEMENT
SHALL NOT BE CONSIDERED A "GUARANTEED" REPLACEMENT.

TOPSOIL REQUIREMENTS FOR PLANTING OPERATIONS AND GRADING/MOUNDS SHALL BE NATURAL FRIABLE, FERTILE SOIL
CHARACTERISTIC OF PRODUCTIVE SOIL IN THE VICINITY. IT SHALL BE FREE OF CLAY LUMPS, STONES, ROOTS, AND OTHER
FOREIGN MATTER.

PRIOR TO SEEDING, A MINIMUM OF 6NCHES OF TOPSOIL IS TO BE LAID AND SHALL BE FREE OF VEGETATION AND
AGGREGATE LARGER THAN 1NCH. ANY EXCESS TOPSOIL SHALL BE STOCKPILED WITHIN EITHER LOTS 4C/4D, OR SEE SHEET
(300 FOR SPECIFICS REGARDING HAULING OF MATERIAL.

SEED SHALL BE PROVIDED AND INSTALLED (HYDROMULCHED) IN A MANNER THAT IS CONSISTENT WITH CITY OF BISMARCK
STANDARDS FOR CLASS IV SEED. SEE PLAN FOR SPECIFIC AREAS AND AMOUNT OF SEEDING. SEED SHALL BE APPLIED AT A
MINIMUM RATE OF 5 LBS/100 SY.

MULCH: ALL PLANTING BEDS SHALL BE MULCHED WITH ORGANIC DARK MULCH OR APPROVED EQUAL-3".

INSTALLATION OF PLANT MATERIAL SHALL BE ACCORDANCE WITH THE AMERICAN ASSOCIATION OF NURSERYMEN
LANDSCAPE STANDARDS AND WITH GENERAL PLANTING SPECIFICATIONS AS SET FORTH BY THE GOVERNING MUNICIPALITY

SEE TABLE C600-1 FOR ACCEPTABLE TREES AND SHRUBS PER PLANTING TYPE.

IRRIGATION NOTES

1)
2)

3)

5)

6)
7
8)

9)

ALL PIPE AND FITTING TO BE CLASS 200 PVC. ALL PRESSURIZED MAINS TO BE SCHEDULE 40 PVC.

MAINS TO BE 18" (MIN,) BELOW FINISH GRADE; LATERALS 12".

CONTRACTOR SHALL INSTALL ALL PIPE UNDER NON-PAVED AREAS WHEREVER POSSIBLE. MORE THAN ONE PIPE MAY BE
INSTALLED IN A SINGLE TRENCH, ALL LINES UNDER PAVED AREAS TO BE SLEEVED IN SCHEDULE 40 PVC 12" BELOW GRADE.
ADJUST TO MISS TREES AND OTHER FIELD CONDITIONS.

CONTRACTOR SHALL ADJUST ALL HEADS IN FIELD TO ENSURE MAXIMUM COVERAGE. CONTRACTOR SHALL MINIMIZE ANY
OVERTHROW ONTO PAVED AREAS.

CONTRACTOR SHALL USE RAINBIRD ELECTRIC REMOTE CONTROL VALVES. ALL VALVES SHALL BE INSTALLED IN A BLACK
VALVE BOX BACKFILLED WITH ROCK FOR DRAINAGE, TWO VALVES PER BOX MAX.

LOCATE PLANT BEDS AND COORDINATE HEAD LOCATIONS WITH LANDSCAPE CONTRACTOR AND LANDSCAPE ARCHITECT.
RAINBIRD CONTROLLER TO BE LOCATED AS SHOWN ON THE PLAN.

COORDINATE WORK WITH ELECTRICAL CONTRACTOR TO PROVIDE NECESSARY ELECTRICAL SERVICE FOR CONTROLLER.
‘GENERAL CONTRACTOR RESPONSIBLE FOR PROVIDING SERVICE TO CONTROLLER.

WORK AND MATERIALS SHALL BE IN ACCORDANCE WITH LATEST RULES, REGULATIONS AND OTHER APPLICABLE STATE OR
LOCAL LAWS NOTHING IN THE CONTRACT DOCUMENTS IS TO BE CONSTRUED TO PERMIT WORK NOT CONFORMING TO
THESE CODES.

10.) CONTRACTOR SHALL CHECK LOCAL PLUMBING ORDINANCE TO ENSURE COMPATIBILITY OF BACKFLOW PREVENTER WITH

THIS AND OTHER PERTINENT REGULATIONS.

11.) SYSTEM DESIGN BASED ON A MINIMUM OF 50 PSI. IRRIGATION CONTRACTOR TO VERIFY WATER ‘QUANTITIES AND PSI.
HOULD

St THE AVAILABLE GPMS AND PS| BE INADEQUATE FOR THE SYSTEM DESIGN, THE CONTRACTOR SHALL NOT
COMMENCE WORK UNTIL THE DESIGN IS REVISED.

L-1 - LANDSCAPE PLAN QUANTITIES

TABLEL

ITEM _|DESCRIPTION UNIT QUANTITY
ING CcY 281
GCLASS Il Y. 1685
HRUB MULCHING A 125
OUS ORNIMENTAL TREE A 16
OUS SHADE TREE A 6
A 103

CCEPTABLE PLANTINGS

Legend Type

‘Minimurm Size

Deciduous
Shade Tree

Bur Oak 3
1573t6" above
roatcollar

Flowering Crabapp!

Molushybri
Deciduous lushybrids
Ormimental 17316 above root

" ar

e “Amur Mapie Acer ginnlo. o

g Confferous i

Tree Ficeo glouco Densote’ 4'above grade

o Medora Juniper Medoro' | Mini i

Tree

Redosier Dogwood
Commentliac

(F) (701) 751-3372

(P)(701) 751-3370
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